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Summit Truck Bodies Warranty Registration

To: Warranty Department Fax:

Fax Transmission

(785) 989-3563

From:

Date:

Re: Product Registration

Pages:

End user information:

(Required for Warranty Activation)

Name: Phone:

Address:

City: State: Zip:
Contact: E-mail Address:

Distributor Information

(Required for Warranty Activation)

Name: Phone:

Address:

City: State: Zip:
Contact: E-mail Address:

Product Information

Model Number:

(Required for Warranty Activation)

Serial Number:

Date Product Delivered:
VIN Number of Truck:

Date Processed:*

*For Summit Use Only

ONE REGISTRATION FORM PER UNIT (CRANE OR BODY)
Registration form must be mailed or faxed within 15 days of customer installation.

Mail to:
Warranty Department
Summit Truck Bodies
990 Vernon Road
Wathena, KS 66090
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Summit Truck Bodies
Crane Owner ORevidianrRacart

Date Section(s) or Description of Change

Page(s) Revised
06/15/09 | Initial Release
03/01/10 |1,3,13,15,17,18,21,23,26,27,28,52 | Updated Logo and various pictorials
07/15/10 |1,8,9-12,17,20-22,29-31,34-39,44 | Reworded the verbiage for clarification
07/26/10 | 11-14,22-24,26-42 Reworded verbiage for clarification
08/03/10 | Full Manual Edited typographical errors
Notes:

1. The information ontained in this manual is in effect at the time of this
printing. It does not cover all instructions, configurations, accessories,
etc. If you require additional information, please cong&aghmit
Truck Bodies at (866) 985310Q

2.  Summit Truck Bodiesreserves the right to update this material without
notice or obligation.
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INTRODUCTION
READ CAREFULLY

Congratulations on your purchase. You are the owner of what we consider to be one of the leading
cranes in the service body field.iFttrane will provide you with both quality and safety if you follow
the guidelines of working with a wethaintained piece of equipment in a safe manner using the
correctper sonal pr ot ect forweur vk anvinmmem. Your(crarfe PalEfve(5)
year warranty on all parts, weldments, and a three year warranty on the remote system.

For continued quality service, carefully read the information contained in this manual before operating
the equipment. This manual provides basic guidelioethe safe and proper operation of the crane.

After you have read and understood the material in this manual, work with your crane by learning
basic operations, safely.

To prevent injury to yourself or others, maintain your crane, and operate itisalatpwing your
surroundings. Look out for such things as overhead wiring, overloading of the crane, side loading of
the crane and wearing of the prescribdtE

The users must have a working knowledge of existing Federal, State and Locantbdes
reguldions governing the safe use and maintenance of this crane.

This crane was tested to conform to the following code:

ANSI 1T ASME B30.5a 2002
MOBILE AND LOCOMOTIVE CRANES
The American Society of Mechanical Engineers

This crane carries a five (5) yearnanty, but the warranty will be null and void if the crane is
misused or abused by overloading, side loading, pulling a load through open terrain, lack of
maintenance as directed in this manual, or making modifications to the crane without the express
pemission of Summit Truck Bodies

Treat the equipment with respect and service it regularly.
These two things can add up to a safer working environreger equipment
life, and prevention of loss of life and limb.

Summit Truck Bodies issues a limited waranty certificate with each unit sold.
See last page for warranty.

Distributor Assistance:
Should you require any assistance not given in this manual, we recommend that you consult your nearest Summit Truck
Bodies Distributor. Our distributors sell auttred parts and have service departments that can solve almost any needed repair. This

manual does not cover all maintenance, operating, or repair instructions pertinent to all possible slugdensequire
additional information, please contact Sumnt Truck Bodies at the following telephone number: (866)

985-3100.The information contained in this manual is in effect at the time of this printing. Summit Truck Bodies reserves the right
to update this material without notice or obligation.




SAFETY

Of all the pages within this manual pay particular attention to this chapter. It could prevent serious
injury, or worse, loss of life, to you or the people with whom you are working. After reading this
chapter, put safety into practice on the job while oregatour equipment or any other piece of
machinery.

The first priority of any job must always be a safe working environment. You will eliminate personal
pain and suffering to yourself and to others on the job site. Know your surroundings, power Igees, loo
soil not allowing for solid footing and lack &PE and maintain a mindset of working safely, from the
beginning to the end of each job. This is not an all inclusive list, so the owner of the machinery may
want to supply its own list of safety precauns as well. However, follow the safety requirements listed
and you will have the basic knowledge of safety on the job.

To qualify as a safe operator you should first know and understand your equipment, knowing its
limitations and strengths. Maintenanddlte equipment is second priority; as with any piece of
machinery, if not kept clean and in working order, the equipment will likely malfunction. Follow a
preventive maintenance schedule with your machine and a routine visual inspection of the equipment
before you start any job.

Theoperator must have a working knowledge of all safety and government regulations. You can refer to
any OSHA manual for guidance. Summit Truck Bodies is not liable for accidents caused by the
operation of the crane.

You may wamto follow a couple of safety tips. Equipment on your truck should include a fire
extinguisher and a first aid kit. Use best practiceBREand avoid any type of body jewelry that might
get caught on moving objects.

The truck is equipped with a workisgirface on the bumper. Avoid using moving parts of the truck as a
foothold or handhold; use the grab bars and steps designed for this purpose. Avoid walking under a
load, and never use the crane as a mode of transportation from the ground level tatad slaface.

General
Being the owner of the equipment, it is your responsibility to establish a training process for your
operators by qualified people before starting the job. As with any equipment, be it a motor vehicle or

machinery, this equipmentmaot be operated by anyone under the influence of alcohol, drugs, or
prescription medication that impairs the operator physically, mentally or physiologically.
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Personal Safety

The use of personal protecti ve tewoperapmandthe ( A PP
wellbeing of the people operating the equipment. The use of the following (but not all inclusive) PPE
in the safe operation should be worn by the operator:

Protective helmets

Safety shoes (preferably steel toed)

Cut proof glovespreferably snug fitting

Ear plugs or any form of hearing protection
Safety glasses or shields

Reflective vests

E IR

Follow your established safety rules and regulations. If you do not have those, consult your OSHA
manual. Routine inspection of the safeggadls is a must for the safety of the operator; be sure all
decals are legible and in good condition. Replace any and all decals that are missing from your
truck body or in need of repair.

For the safety of the operators, follow these safety guidelines:

1 Disengage the power source before working on the equipment.

1 Remember there is stored hydraulic pressure in the hydraulic lines of the truck; this must be
released prior to working on the crane components or any part of the hydraulic system.

1 Stay clear o&ll moving parts of the equipment; your body could be crushed or severely
pinched.

1 Routine maintenance should be recorded and maintained by only trained and competent
personnel.

1 Bypassing parts of the wiring and/or plumbing can cause the crane semmagaland injury
to the operator.

Stability

The service truck should be parked on solid level ground. If unable to park on such a surface,
outrigger pads may need to be used to level and support the truck and its load.

Never exceed the crane capaciyaxt nor the stability chart for the service truck. These ratings are
based on tested capacities of the service truck and the structural design and mechanical abilities of th
components on the crane.

Be aware of the abilities and limitations of your @aimproper use of the crane could damage the
crane, service truck, lifted load, surroundings or even cause injury or death.

Park the vehicle on as level ground as possible. Use outrigger pads if needed, and always extend the
outriggers fully out and thesown.
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Be aware of your surroundings when lowering outrigger jacks. Keep feet and legs out from under
jacks.

Never operate the crane before the service truck is positioned on stable, level ground.

Put the vehicle in partir neutral (for manual transssions) and set the parking brake before
attempting a lift.

Load Safety

Before lifting a load know the weight you are preparing to lift. Also, consult your capacity chart
located on the rear of the truck, comparing the two to ensure the crane wjllreafdle the job.

The crane has a safety built into the remote and receiver to prevent an overload, but like any
mechanical device, it can be overridden by an operator. Please be advised that if this rappens,
warranty is null and void. Consult with ar service department to return the crane safety features
back to the required setting established at the plant.

The traveling block is equipped with a safety hook at the point of attachment to a load. Always make
sure the load is secured to the hook it safety latch in the closed position on the hook prior to
lifting the load. You can find directions in any OSHA manual.

1 The gear rotation mechanism is equipped with a ring and pinion gear; these are not designec
for side loading of the crane, and sidading will result in failure of the gears.
A load suspended overhead should be avoided; never walk under one.
When you leave the truck for a break or lunch, lower the load to the ground, as it can result
in injury if the load were to become unstabieyour absence.
1 Keep all people away from the suspended load; never position the load over a person.
1 Dragging the load with either the winch or the boom will result in damage to the equipment
and could cause injury to the people around the load.
1 The crame boom is designed to lift; it is not intended to be used to force a downward
pressure on any type of operation.

T
T

Environment

The equipment you have purchased operates at maximum performance if you have a good
preventive maintenance program in placee Work site is generally full of contaminants, so weekly
washing of the truck and or crane is a good prevention tool. The use of lubricants on mechanical
parts on the equipment should be followed on a weekly, monthly and quarterly basis. Prevention of
thegeneral wear and tear due to corrosives is insurance that your machine will last a long time,
affording you a good investment of your time and capital.

12



Good common sense goes a long way in safety. Steel and electricity do not mix well, so avoid using
the crane at the highest point on many job sites during a storm. Maintain the prescribed clearance fron
all power lines with your crane.

If you are operating the truck in extreme cold, follow these guidelines to prevent equipment failure
or damage to the aagponents of the hydraulic system of the truck:

1 Start the truck and let it run for 15 minutes before engaging the PTO.

1 With the PTO engaged, wait an additional 15 minutes prior to starting the air compressor or
crane; this allows the systems to warm efobe putting them under pressure.

1 Rewving the truck engine with the PTO engaged will damage your hydraulic pump and parts
of the hydraulic system.

T There are specific guidelines attached in t
read and followto allow maximum performance of your truck.

Maintenance Safety
Your Summit truck or crane is designed to give you years of use. Do not modify the components or

the systems of the truck, as this will cause damage to the equipment and impede the fointtteons
truck.

Electrocution

Use extra personnel to signal when operating near electrical.

Keep at least ten feet between any portion of the crane and an electrical line. Add an additional 12" fo
every additional 30,000 volts or less.

Allow extra spae during windy conditions for swaying power lines.

Death or serious injury can occur when working during electrical storms or near power lines.
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Safety Decals

Decal Number:
Title:
Description:

Location:

Decal Number:
Title:
Description:

Location:

Decal Numbker:
Title:

Description:

Location:

Decal Number:
Title:
Description:

Location:

/00-30347/

Danger, Two Blocking the Crane
To inform operator to not allow
hook block to come in contact
with boom Tip by hoisting up,
extending or lowering the boom,
Boom Tip

/00-30340

Notice, Lubricate Worm Gear
Lubricate Wrom Gear, Do Not run
gear dry,

Rotation Gear for Crane

700-30339

Caution, Do not use stow hook
for lifting

Informs operator to not use
hook stow eye to lift load.
Lower boom section new stow
hook,

/00-3037/3

White Outline Logo

Identifies Summit Truck Bodies as
the monufacture of the crane.

Lower kboom section on tThe middle
both sides,
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BOCM DOWN
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TWO BLOCKING THE CRANE WILL CAUSE
DEATH, SERIOUS INJURY COR PROPERTY
DAMAGIE.

DO NOT ALLOW THE HOOK BLOCK TO CONTACT THE
BOOM TIP BY HOISTING UP, EXTENDING OR
LOWERING THE BOOM.

700-30347

- NOTICE - |

LUBRICATE WORM GEAR WITH
EP2 GREASE (NLGI 2) ONLY.
= DO NOT RUN WORM DRY = 70030340

- CAUTION - )

DO NOT USE THE STOW HOOK
FOR ANY LIFTING APPLICATIONS

TRUCK BODIES
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